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« Precise guiding plate builds a safer surroundings for users
that can be seen without glare from the back.

« Integration of the light in the carrier ,compatible with click system .

* CE,UKCA&StVZO compliant.

ITEM MODEL I-820R
BRIGHTNESS 8Cd(4Im)
o-r2vcc)
1w
oo
10g
ineratd Crter

ml-830R

German Standard
= "Pending

* The design is creative and unive
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ITEM MODEL 1-830R
BRIGHTNESS 6 Cd(4Im)

LED SPEC 1 Red SMD
INPUT VOLTAGE 6~36V(DC)

0.8W

100mm

Plastic

23g

36 x 60 x 37mm

MOUNT OPTION Fender

" 1-610P / 611
[ German Standard
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= Reflector Optical with cut-off line desig
eliminate the risk of glare.

« Brightness adjusts automatically to ambient light.
= CE, UKCA & StVZO compliant.
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BRIGHTNESS
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WEIGHT-EXCL. CABLE 789 78g
53.8x54.5x57.9mm 53.86x54.5x57.9mm
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"1-620P/621P

1-621P-High / Low Beam
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= Efficient T.|.R. Optic design features two hi-
power LEDs delivering up to lumens.

= With the wired remote control can switch for
high beam mode,

= CE & UKCA compliant.

ITEM MODEL 1-620P 1-621P
BRIGHTNESS | 500lm High:1000Im - Low:500Im
2 White LEDs 2 White LEDs
6~36V(DC) 6~36V(DC)
7W(E High:14W - Low:7W(6V
o it
t200mm V200mm - Swich 30000
m Aluminium Aluminium
asg 1059
45x52.7x42.3mm 45x52.7x42.3mm
Fork,Stem Fork,stem
. 022.0mm

ITEM MODEL 1-600P1 1-600P2/PG I-610P 1-611PG 1-620
30Lux(90Im) 50Lux(150km) 80Lux(200im) 30~80Lux(200Im) 500im
1 White LED 1 White LED 1 White LED 1 White LED 2 White LEDs
6~36V DC 6~36V DC 6~48Y DC 6~48V DC 6~36V DC
1.2w 2w 45W 45W TW(BV)/BW(12~36V)
1200mm 1200mm 1200mm 1200mm 1200mm
IPX5 IPXS IPX6 1PX6 IPX6
Plastic Plastic Aluminium Aluminium Aluminium
30g a8g 78g 78g 83g
42x34.1x46.8mm 42%34.1x46.8Bmm 53.8x54.5x57 9mm 53.8x54.5%57.9mm 45%52.Tx42.3mm
Fork,Stem Fork,Stem Fork, Stem Fork,Stam Fork,Stem
CE,UKCA CE UKCA CE,UKCA CE,UKCA CE,UKCA
ULK1833 = Ao K2236 =
1-621P 1-630PG 1-631PG 1-640P 1-641P
High:1000Im High:130LuX{400im) High:200Lx(180im)
Low:500im ilkEE ) Low:110Lux(350im) dBOLUXTHESHm) Low:180Lux(175lm)
2 White LEDs 3 White LEDs 6 White LEDs 2 White LEDs 4 White LEDs
6~36V DC 6~12V DC 6~12VDC 6~15V DC 6~15V DC
High:14W,Low:7W(EV) -
High-15W,Low:8W(12-36V) 16W High/Low:16W aw High/Low: 16W
1200mm 1200mm 1200mm
Switch:300/600mm 0o Switch:300/600mm s Switch:300/600mm
IPX6 IPXE IPX6 IPX56 IPX56
Aluminium Aluminium Aluminium Aluminium Aluminium
1059 98g 115g 1359 1359
45x52.7x42.3mm 53x58.3x50.4mm 53x58.3x50.4mm 56.3x44.8x45 Bmm 56.3x44 Bx45.8mm
@22.0mm = @22.0mm @22.0mm
Fork.Stem Fork,Stem,Handlebar Fork,Stem,Handlebar Fork,Stem, Handlebar Fork,Stem,Handlebar
CE,UKCA CE,UKCA CE,UKCA CE,UKCA CE,UKCA
= K2282 ALK2282 # *
1-800R/RG 1-801R 1-810RG | I-820R | 1-830R
12 Cd(15Im) Hwé%c;f;,:'; ) 12 Cd{14im) 8 Cd(4im) 6 Cd(4Im)
COB Red LED COB Red LED 6 Aed LEDs 12 Red LEDs 1 Red SMD
INPUT VOLTAG 6-36V DC 6~36V DC 6~36V DC 6-12V DC 6~36V DC
1w Brake:2W,Rear:1W 1W(6-12V)/2W(36V) 1.2W 0.8W
CABLE LENGTH 1200mm 1200mm 1200mm 100mm 100mm
IPX5 IPX5 IP56 IPX6 IPSE
Plastic Plastic Plastic Aluminium Plastic
Fender/Sealpost:12,
309 30g Carrier:169 A 130g 23g
18.9x66.9x17mm 18.9x66.9%17mm 38%18%33.8mm 124x16x93mm 36 x 60 x 37mm
Carrier Carrier Fender, Carrier Inty ted Carrier Fender
CE.UKCA CE,UKCA CE.UKCA CE.UKCA CE,UKCA
WVVLKIT58 . WL K2268 * #*
CHANCE GOOD ENT. CO., LTD. 75, PING-AN RD., SHIUSHUI, CHANGHUA, TAIWAN El‘ * Pending

Operating Temp.:-20°C~60C
Suitable for most system

QUALITY SYSTEM REGISTERED TO I5C T:+886 4 TEQ 726 F: +B6 4 768 0085 [
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=1-630PG/631PG
R German Standard

= -630PG/N-631PG UL K-2282

bd () (&) [ o

HB1&

» Reflector Optical with cut-off line design can
eliminate the risk of glare.

* With the wired remote control can switch for
high beam mode.

= CE, UKCA & StVZO compliant.

ITEM MODEL 1-630PG 1-631PG
BRIGHTNESS 110Lux(3501m) High:130Lux(400im) - Low:110Lux(350im)

LED SPEC 3 White LEDs 6 White LEDs

INPUT VOLTAGE 6-12V(DC) 6~12V(DC)

POWER CONSUMPTION 16W High/Low:16W

CABLE LENGTH 1200mm 1200mm - Switch:300/600mm
Aluminium Aluminium

98g 115g

53x58.3x50.4mm 53x58.3x50.4mm
Fork,Stem,Handlebar Fork,Stem,Handlebar
EICITa— - oz20mm

" 1-640P/1-641P

German Standard
= *Pending

» The precision polished aspheric lens provides wider light exposure
forbetter visibility of user and reduces the possibility of blinding
from the opposite drivers.

= With the wired remote control can switch for high beam mode.
* CE,UKCA&StVZO compliant.

ITEM MODEL 1-640P 1-641P
BRIGHTNESS 180Lux(175Im) High:200Lux(180Im) ~ Low:180Lux(175Im)

2 whie Leos s Whie LEDS
e-15v(00) et
POWER CONSUMPTION aw High/Low:16W

1200mm 1200mm - Switch:300/600mm

H Aluminium Aluminium

1059 1a5g

56.3x44.8x45.8mm 56.3x44.8x45.8mm
Fork,Stem,Handlebar Fork,Stem,Handlebar
ECCIT R - o220mm

INFIND™

infinite vision

OEM/E-BIKE RANGE
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FROM DAWN TO DUSK,
YOU KNOW YOU CAN RELY ON INFINI.
@ infini_movinginstyle € INFINI | Bike Lights
WWW.INFINI.COM.TW
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perfect

= COB technology achieves high visibility and wider
angle of peripheral visibility.

= The brake light can be activated via brake levers
with signal generators.

= CE, UKCA & StVZO compliant.

I-800R/RG I1-B01R

12Cd(15Im) Brake:20Cd(45Im),Rear:12Cd(15Im)
COB Red LED COB Red LED

6~36V(DC)

Brake:2W,Rear:1W

1200mm

Plastic

30g

18.9%66.9x17mm

Carrier

MOUNTING DISTANCE 50mm 50mm

m I-810RG

German Standard
= 1-810RG L K2268

ITEM MODEL 1-810RG
BRIGHTNESS 12Cd(14im)

(L0 GRedLEDs

INPUT VOLTAGE 6~36V(DC)

s P

CABLE LENGTH 1200mm

« Precise guiding plate builds a safer surroundings HOu Plastic

for users that can be seen without glare from the

back.

= Simple and lightweight design with multiple

installation positions.

* CE,UKCA&StVZO compliant.

Fender,Seatpost:12.5g
WEIGHT-ExcL CABLE  [itimiwpeliras

38x18x33.8Bmm

SIZE-LxWxH

MOUNT OPTION Fender,Seatpost,Carrier






